STANDALONE DVR

Hi-08DG
STANDALONE DVR

Key Features
- IdA:govSUsovMsUUNNIUU 4CIF la:UunniuuiSyaling
- Dual Stream
- Output VGA l1a: CVBS wdaunu
- 2 SATA Buicesiua
- laUSOUNAU 8 Fouwsouniu

am.Y- Control L5 Mowse |
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AlmiO  CamerindSpond Dome Microphone LI Devin

- 1. Main/Spot 3dlolondwa 6. Foude VGA 11. Alarm input, Alarm output
2. 3aTo3uUwa 7. 1¥oucio RS-232 Serial  12. iFoudoluiAgy 12vDC
3. oodloduwa 8. LAN 13. Widoy
4. Talduwa 9. 1Foudo USB 14. GND
5. oodloINGWN 10. iFoudo RS-485

$19a:199Q

mstuda3ale H264
Saleduua 8 CH
3ale/00dlo Suwa FoudvuBUW3TTO BNC (1.0Vp-p, 75Q0 ) , PAL/NTSC adaptive
nmstudaeadio G711
oodloduwa 4-CH
FouiAvUBLUWOOOTTD RCA ( 2Vp-p, 1KQ)
BSUWaIFEBILYA 1-CH RCA ( 2Vp-p, 1KQ ) , independent
mANUAISYQ PAL : 704x576 ; NTSC : 704x480
VGA Buua 1, resolution : 1024x768/60Hz
AWAISaeIMSIURN ACIF/CIF/QCIF
Iaugounauwsounuid 8-CH
3dle/o0dlo duwa saloidwa 2-CH, BNC ( 1.0Vp-p, 75Q)
Saloquisndua optional
Ssasusy ACIF: 8fbs CIF/QCIF: 25fbs(P)/ 30fbs(N);
sasddleta 32kbps ~ 2048kbps, or user-defined (MAX.3072kpbs)
oodloldndwa 1-CH, RCA connector (Linear, 1kQ))
Us:inngovdulaosiva 2 SATA interfaces, each interface supports up to 2TB capacity
asada/lasinos
AR Upto 4 TB
Bulinesiwainseany 1 R/45 10M/100M adaptive Ethernet Interfae
Serial BuinosSia 1 RS-232 inferface; 1 RS-485 interface
duiaesiameuon USB uiaesiva 2, USB 20
Alarm uwa 8-CH
Alarm 1I87¢wa 4-CH
TWiRo 12v DC
Consumption 15W ( Without HDD or DVD-R/W )
. rvuRaruKnD -10°C ~ +55°C ( 14°F ~ 131°F)
oauq : _
ruRAUIU 10% ~ 90%
Chassic 19" standard 1.5U Chassis
duna 440(W) x 70(H) x 390(D)mm ( 17.32"(W) x 2.76"(H) x 15.35” (D) )
Ghntin (Usousnsadar) <8000g ( 17.64lbs )



