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1/33 Sony CCD sensord

Lux®0 Lux at IR on'/F2.0
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ALENLG HV-116

1/3" Sony CCD sensor
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NTSC: 15,734KHz(H), 60Hz(V); PAL: 15,625KHz(H),50Hz(V)
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NTSC: 525 line 2:1 interlace PAL:625 lines 2:1 interlace
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NTSC: 512(H) x 492(V); PAL:512(H) x 582(V)
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N:1/60- 1/100,000 sec (Auto); PAL:1/50-1/100,000sec (Auto)

ANNAZIALANW 420 TV Lines

ANNANARUEIFTN? Auto white balance (2500°K~9500°K)
FEULNTTNNINIE Internal

ANNlIPALAURINAUES 0.1 Lux, 0 Lux at IR on / F2.0
NSTALTEUAINUNRS DALUNR

druanupednInsunIuY 11INN21 48dB AGC off
AILIANININNNSTENE 1a

WNNNI 0.45

FLELVNNTRIUEIDUNTUTA 15-18 Meters (Max.)

ATUIUADY LED 35 pcs LED

ANTUZVRIDUNTNTA

Under 10 Lux by CDS auto control
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View angle: 70°,

NFUNINTZANLUDIRTUEY

: 40°/per LED

AN umfmﬁwn BILLAY

850nm + 25nm

27¢N15119uRY LED

H41nn21 10,000 hours
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6mm Standard (4,8, 12mm Option)
nasnunaasls IR on: 280mA, IR off: 70mA + 5mA
vl 12VDC 500mA (not included)
guu)NTMzl JURNU : =10 to 50°C
FAlaIRIANA 1.0 Vp-p at 75 ohm .
TAR IR BTRNLNEN
AUA 75(@) x 110(L) mm
YN 400 g
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