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LTRSS UNIN 1/3" Sharp CCD sensor

mwﬂmeﬁunumw NTSC: 15,734KHz(H), 60Hz(V); PAL: 15,625KHz(H),50Hz(V)
FTULNITALNUNIN NTSC: 525 line 2:1 interlace PAL:625 lines 2:1 interlace
MwRanALaWIAR NTSC: 512(H) x 492(V); PAL:512(H) x 582(V)
mﬁmﬂuﬂuﬁtﬁnﬂﬁ‘fﬂﬂ N:1/60- 1/100,000 sec (Auto); PAL:1/50-1/100,000sec (Auto)
ATMNATLBLANIN 420 TV Lines

ANMNANAAURIFL? ARLUNR (2500°K~9500°K)

FEUUNITIVIRINI Internal

AN lIAauES 0.1 Lux/F2.0(1/3")

NS TA TR AINUNAS BHUNR

AyIuARdtYYITIUNIU|  NINNI1 48dB AGC off

AUANINUNNITULNE 1n

WANNN 0.45

Laud 4.3 mm Board Lens (6,8mm Option)

PP CRRRYE PP 120mA+/-5mA

Tivame 12V DC +/-10%
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wlalaane sEAUAtYUI 1.0 Vp-p % 75 laun
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