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High Resolution High Technology @
HV-IR02

¢

/3**SONY CCD Color Camera
20 TV line 0.1 Lux/F2.0

Auto White Balance

Lens Fix 3.6 mm.

Power DC 12V / 100mA

AENUIR HV-IR02

qu HV-IR02

gUnsnisuMw 1/3" Sony CCD sensor

ATMNDMSAUNUNIN NTSC: 15,734KHz(H), 60Hz(V) ;
PAL: 15,625KHz(H),50Hz(V)

TEULUNITALNUNIN NTSC: 525 line 2:1 interlace
PAL:625 lines 2:1 interlace

mwidiaiadviia NTSC: 512(H) x 492(V);
PAL:512(H) x 582(V)

MsAUMNULLBRNNTTng N:1/60- 1/100,000 sec (Auto);

P:1/50-1/100,000sec (Auto).

AMNAZIDIANIIULUIUBY 420 TV Lines

mwwuqmtmﬁmq Auto white balance (2500°K~9500°K)

STUUMSIINS ML Internal

ANNlanaLAURIRAUAY 0.1 Lux/ F2.0 ( 1/3")

MSTALTLUEINUNAS AALUNR

AyuRedyIMIUNIY 2NN 48dB AGC off

NUNNSALAN a

WNNN 0.45

AR 4.3 mm Board Lens (6,8mm Option)

MAUTRBIT 120mA+5mA

idea 12V DC + 10%
GV H L TIER I FRTTET R -10 014 5029ANTATES y
%ﬁfatmﬁ{ﬂm Usznauman 1.0 Vp-p at 75 ohm _,,./"/
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